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UDO #2021UD-001-021
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Child Permit #T2022033843 (1258A 1st Ave S)
Child Permit #T2022033847 (1258B 1st Ave S)
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Units B&C are identical. Unit A has a different floor plan. We are seeking to avoid
installing sprinkler system on this project.



 

 
 

 

Please fill in the application below and attach electronic files of your plans to submit them for review. The plan files need to be 

submitted in PDF format. When submitting plans, please combine all PDF files into one. Note: This is a protected form and 

entries can be placed in each field by pressing the "Tab" key to position the curser to the corresponding field. 

Send form to  ePlanReview@nashville.gov 
 

Name of Project  

 
Address of Project  

 
Map and Parcel Number  

 
Registered Eplan User Name  

 
Contact Address  

 
Contact City, State, ZIP  

 
Contact Phone Number  

 
Contact Email Address  

 
Architect/Engineer Name  

 
A/E Phone Number  

 
Contractor Name  

 
Contractor Phone Number  

 
Contract Value or Construction Cost (if known)  

 
Scope of Work      

 
 

 
For additional information or assistance please contact: 

Ronya Sykes 

ronya.sykes@nashville.gov 
(615) 880-2649 

Wade Hill, AIA 

wade.hill@nashville.gov 
(615) 862-6520 

ePlanReview is the electronic plan submittal and 

review product provided by the Metropolitan 

Government of Nashville and Davidson County. 

Department of Codes and Building Safety 
Metro Office Building 

800 2nd Avenue South, 3rd Floor 
Nashville, Tennessee 37210 

Application for Online 

Plans Submittal 

 

METROPOLITAN GOVERNMENT 

OF 

NASHVILLE AND DAVIDSON COUNTY 

 

DEPARTMENT OF 
CODES AND BUILDING SAFETY 



Survey provided. No demolition required.

Utility plan marked on survey

Provided

ST210, ST200 provided

Through alley or front of house

Provided

Lot is flat

Provided. I am seeking to build a 2 hour rated wall in between units and avoid fire sprinklers

Provided

Provided

U342

Provided in architectural plans

2x6 wood framing

N/A

N/A

See first page

Harris, Richard (Codes)
Highlight
I am seeking to build a 2 hour rated wall in between units and avoid fire sprinklers



1258 1st Ave S 
UDO #: 2021UD-001-21

60 SF
Rain
Garden

60 SF
Rain
Garden

Condensers along side of house

Build 4' grass strip & 5'
sidewalk to NDOT/MPW
standard along 1st Ave S

If curb is in damaged
condition, sawcut and
replace sections with post
curb per NDOT/MPW
ST-201 spec.

TWO 60 SF 30" RAINGARDENS

1254 1st
Ave S

1256 1st
Ave S

1258 1st
Ave S

6 total parking spaces in
open bay parking

New NES pole.
Sidewalk will be
routed around this
pole with 5' clear as
per NDOT
comments

Sewer Line Sewer Line
Sewer Line

Water Lines

Electric pole

Meter wall for NES

Underground electric
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LANDSCAPE
PLAN

LANDSCAPE CALCULATIONS

SITE AREA:
5,562 SF (0.13 AC)

(SUBTRACT) BUILDING AREA: -2,453 SF (-0.06 AC)

ADJUSTED AREA:
3,110 SF (0.07 AC)

REQUIRED PROVIDED

TDU: (ADJUSTED AREA X 22)

1.6

EXISTING TREES: (TDU)

- 0

PROPOSED TREES: (TDU)

1.6

TREE BANK (1) TREES

0

TOTAL TDU TREES: 1.6 1.6

INTERIOR PARKING SPACES: - 0

1 TREE / 15 SPACES: 0

INTERIOR PARKING AREA: - N/A

PLANTING AREA: (MIN.)

8% N/A

PLANTING AREA: (SQ. FT.)

N/A N/A

 PERIMETER YARDS: N/A N/A

 BUFFER YARDS: N/A -

 BIO-RETENTION AREA (LEVEL 2) - 120 SF

     1 TREE/400 SF 0.3 1

P L A N T    S C H E D U L E

QTY. COMMON NAME BOTANICAL NAME HEIGHT TRUNK SPACING  COMMENTS

 CANOPY TREES

1

Red Maple

Acer rubrum 12' - 14' 3" Cal. B&B

1 TOTAL - CANOPY TREES

 UNDERSTORY/COLUMNAR TREES

2 Redbud Cercis canadensis 8' - 10' 2" Cal. B&B

2 TOTAL - UNDERSTORY TREES

3 TOTAL - ALL TREES

 SHRUBS

2

Compact Inkberry Holly Ilex glabra 'Compacta'

18" Min. 3 Gal. 3' o.c.  Container

1 'Emerald Green' Arborvitae

Thuja occidentalis 'Smaragd'

4' Min.  Container

4 'Green Velvet' Boxwood Buxus 'Green Velvet' 24" Min. 5 Gal.  Container

7 TOTAL - SHRUBS

  GRASSES, PERENNIALS AND GROUND COVER

  TURF

-

Hybrid Fescue Seed/Sod Drought tolerant fescue blend

GRAPHIC SCALE - 1 inch =      ft.

20 10 40

20

20

PARCEL ID: 10504021500

PERMIT #: 2022xxxxxx

ZONED:
RM20-A-NS

ZONED:
RM20-A-NS

ZONED:
RM20-A-NS

ZONED:
RM20-A-NS

ZONED:
RM20-A-NS

REDBUD - 1

RED
MAPLE - 1

NOT TO SCALE

NO MULCH WITHIN 3" OF

TRUNK.  ROOT FLARE

MUST BE VISIBLE

NOTE:

REMOVE BURLAP FROM

TOP 1/3 OF ROOTBALL.

GRADE AT WHICH TREE

GREW IN NURSERY

3" MULCH

BACKFILL WITH

GOOD CLEAN TOPSOIL

FREE OF ROCKS AND

DEBRIS.

BALLS GREATER THAN 2' IN

DIAMETER SHALL SIT ON MOUND

OF UNDISTURBED SOIL TO

PREVENT SETTLING.  BALLS

SMALLER THAN 2' MAY SIT ON

COMPACTED SOIL MIXTURE.

DECIDUOUS TREE PLANTING

IMPROPERLY PRUNED TREES

WILL BE REJECTED.  DO NOT

CUT CENTRAL LEADER.

DIAMETER OF THE HOLE FOR

BALLS UP TO 2' SHALL BE

TWICE THE DIAMETER OF BALL.

DIAMETER OF HOLE FOR BALLS

2' AND GREATER SHALL BE 2'

LARGER THAN THE DIAMETER

OF THE BALL.

4
"

M
i
n
.

SET TOP OF ROOT BALL 2"

ABOVE ADJACENT FINISH

GRADE.

COMPACT
INKBERRY - 1

COMPACT
INKBERRY - 1

BIORETENTION
POND - 60 SF

BIORETENTION
POND - 60 SF
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HOSE BIB
(TYP.)

EMERALD GREEN
ARBORVITAE - 1

GREEN VELVET
BOXWOOD - 4

LANDSCAPE NOTES:

1. WHEN APPLICABLE, IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROTECT EXISTING TREES

TO REMAIN. NO HEAVY EQUIPMENT SHOULD BE PERMITTED TO OPERATE OR BE STORED, NOR

ANY MATERIALS TO BE HANDLED OR STORED, WITHIN THE DRIPLINES OF TREES OUTSIDE THE

LIMIT OF GRADING.

2. THE QUANTITIES INDICATED ON THE PLANT LIST AND PLAN ARE PROVIDED FOR THE BENEFIT

OF THE CONTRACTOR. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HIS OWN QUANTITY

CALCULATIONS AND THE LIABILITY WHICH PERTAINS TO THOSE QUANTITIES AND TO ANY

RELATED CONTRACT DOCUMENTS AND/OR PRICE QUOTATIONS. QUESTIONS SHOULD BE

DIRECTED TO THE LANDSCAPE ARCHITECT.

3. ALL PLANT MATERIALS SHALL BE NURSERY GROWN, GRADE "A" QUALITY, UNLESS OTHERWISE

NOTED AND SHALL COMPLY WITH THE AMERICAN STANDARD FOR NURSERY STOCK: ANSI

Z-60.1; LATEST EDITION, FOR SIZE AND QUALITY.

4. NO SUBSTITUTIONS AS TO TYPE, SIZE, OR SPACING OF PLANT MATERIALS SPECIFIED ON THIS

PLAN MAY BE MADE WITHOUT THE APPROVAL OF THE LANDSCAPE ARCHITECT.  KITA

SUSTAINABLE DESIGNS, LLC (615) 469-1222.

5. THE CONTRACTOR IS TO VERIFY THE EXACT LOCATION OF ALL EXISTING UTILITIES AND TO

PROTECT UTILITIES THAT ARE TO REMAIN. THE CONTRACTOR SHALL REPAIR ANY DAMAGE

ACCORDING TO LOCAL STANDARDS AT THE CONTRACTOR'S EXPENSE.  COORDINATE ALL

CONSTRUCTION WITH THE APPROPRIATE UTILITY COMPANY.

6. SOD ALL DISTURBED AREAS.

7. SOIL USED FOR PLANTING SHALL CONSIST OF (5) PARTS TOPSOIL, (1) PART SAND AND (2)

PARTS ORGANIC MATTER, MIXED WITH I POUND OF FERTILIZER PER CUBIC YARD.

A. SAND SHALL BE CLEAN MASONRY SAND.

B. ORGANIC MATTER SHALL BE PEAT MOSS, OR WELL COMPOSTED PINE BARK, OR

APPROVED EQUAL AND SHALL BE FINELY GROUND AND FREE OF WEEDS.

C. ALL FERTILIZER SHALL BE 10-10-10 WITH MINOR ELEMENTS. FERTILIZER SHALL HAVE

40-50% OF ITS TOTAL NITROGEN IN A WATER INSOLUBLE FORM.

8. PRE-EMERGENT HERBICIDE SHALL BE APPLIED TO ALL PLANT BEDS AND SOD AREAS PRIOR TO

INSTALLATION. TREFLAN OR AN APPROVED EQUAL SHALL BE USED.

9. ALL PLANT BEDS SHALL HAVE A MINIMUM OF 3" DEEP MULCH.  MULCH SHALL BE SHREDDED

HARDWOOD. (CONTACT OWNER FOR MULCH COLOR)

9. IT IS THE LANDSCAPE CONTRACTOR'S RESPONSIBILITY TO CONFIRM MATERIAL QUANTITIES.  IN

THE EVENT OF A DISCREPANCY, THE QUANTITIES SHOWN ON THE PLAN SHALL TAKE

PRECEDENCE OVER QUANTITIES SHOWN ON THE PLANT LIST.

10. PRIOR TO FINAL PAYMENT, THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE OWNER WITH

COMPLETE WRITTEN INSTRUCTIONS ON PROPER CARE OF ALL SPECIFIED PLANT MATERIALS.

11. THE LANDSCAPE INSTALLATION SHALL BE COORDINATED WITH THE IRRIGATION INSTALLATION

WHEN APPLICABLE.

12. THE LANDSCAPE CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AWAY FROM

STRUCTURES AND TAKE SPECIAL CARE TO INSURE THAT BED PREPARATION DOES NOT INHIBIT

DRAINAGE.

13. ALL LAWN AREAS SHALL BE CULTIVATED TO A DEPTH OF 4" PRIOR TO SODDING AND SEEDING.

PREPARED TURF BEDS SHALL BE FREE FROM STONES OVER 2" DIAMETER, WEEDS AND OTHER

DELETERIOUS MATERIAL.

14. THE LANDSCAPE CONTRACTOR SHALL RAKE SMOOTH ALL SEED OR SOD AREAS PRIOR TO

INSTALLATION.

15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR BACKFILLING BEHIND THE CURB SO GRADE IS

LEVEL WITH TOP OF CURB.

16. SODDED AREAS SHALL HAVE NO BARE AREAS. SEEDED AREAS SHALL BE CONSIDERED

ACCEPTABLE WHEN FULL COVERAGE OF THE PERMANENT TURF GRASS SPECIES IS

ESTABLISHED.

17. CUT AWAY ROPES OR WIRES FROM B&B PLANTS. PULL BACK BURLAP FROM TOP OF ROOT

BALL. DO NOT ALLOW BURLAP TO BE EXPOSED AT SURFACE. TOTALLY REMOVE BURLAP IF IT IS

SYNTHETIC.

18. IF CONTAINER GROWN PLANTS SHOW SIGNS OF BEING ROOT BOUND, SCORE ROOTS

VERTICALLY.

19. ALL PLANT MATERIAL SHALL BE GUARANTEED FOR ONE YEAR FROM DATE OF FINAL

ACCEPTANCE.

20. ALL REPLACEMENTS SHALL BE OF THE SAME TYPE, SIZE, AND QUALITY AS SPECIFIED ON THE

PLANT LIST, UNLESS APPROVED OTHERWISE IN WRITING BY THE LANDSCAPE ARCHITECT.

21. ANY MATERIAL THAT IS DEEMED TO BE 25% DEAD OR MORE SHALL BE CONSIDERED DEAD, AND

MUST BE REPLACED AT NO CHARGE. A TREE IS CONSIDERED DEAD WHEN THE MAIN LEADER

HAS DIED BACK, OR MORE THAN 25% OF THE CROWN IS DEAD.

22. REPLACEMENTS SHALL BE MADE DURING THE NEXT PLANTING SEASON UNLESS THE

LANDSCAPE CONTRACTOR AGREES TO AN EARLIER DATE.

PLANTING DATES

SPRING: MARCH 15 - APRIL 15

FALL: OCTOBER 1 - NOVEMBER 30

23. THE LANDSCAPE CONTRACTOR WILL NOT BE RESPONSIBLE FOR PLANT MATERIAL THAT HAS

BEEN DAMAGED BY VANDALISM, FIRE, RELOCATION, WILDLIFE, THEFT, OR OTHER ACTIVITIES

BEYOND THE LANDSCAPE CONTRACTOR'S CONTROL.

24.  NEW LANDSCAPING SHALL BE WATERED BY HOSE BIBS ON THE PROPOSED BUILDING.

25. SITE RESIDES IN WEDGEWOOD-HOUSTON CHESTNUT HILL DESIGN OVERLAY DISTRICT.

1258 1st Ave S 
UDO #: 2021UD-001-21
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Slab on Grade
Combined

Unit A
Unit B

Unit C



18' 18' 18'

1st Floor
Combined

Unit AUnit BUnit C

Harris, Richard (Codes)
Ellipse

Harris, Richard (Codes)
Callout
2-hour wall between units is required per IRC R302.2.2.  This is noted elsewhere in this set.



2nd Floor
Combined

Unit AUnit BUnit C



Unit AUnit B
Unit C 3rd Floor

Combined

Roof



Open bays, no garage doors Open bays, no garage doors
Open bays, no garage doors
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REQUEST DATE  :

WORK ORDER # :

PROPERTY LOCATION :

CROSS STREET :

DATE OF TEST :

TIME OF TEST :

FLOW HYDRANT ID :

MONITOR HYDRANT ID :

CONTACT PERSON :

EMAIL :

COMPANY NAME :

STREET ADDRESS :

CITY : NASHVILLE  TN ZIP 

PHONE : 774-571-9256

IL

60601

REQUEST TO BE ON SITE NO

RESULTS (Select ) :

PERMIT # : WSFH20220

REVIEW FOR BUILDING PERMIT REQUIRED BY:

Flow Requirement GPM

ENGINEER/FIRE SPRINKLER COMPANY

Proposed tap location(s) & main size:

Proposed tap location(s) & main size:

CHARGES : $100.00

MWS

INITIAL

TOTAL : 100.00$     

FLOW HYD ADDRESS:

PURPOSE OF HYDRANT TEST (CHECK ALL THAT APPLY):

MONITOR HYD ADDRESS:

NOTES:

19 HART ST

1251 1ST AVE S

JN

6/8/2022

4203904

1258 D 1ST AVE S

6/22/2022

HART ST

15:12

01861

00852

38137

BRIAN MUSSER

MUSSER1873@HOTMAIL.COM

SWIFT DEER DEVELOPMENT

725 MELPARK DR #162

37204

COMMENTS

HYDRANT FLOW TEST
CUSTOMER INFORMATION AND BILLING SUMMARY FORM

CUSTOMER BILLING INFORMATION

COMMENTS

Fire Marshal

Metro Water Services

Sprinkler Design

Proposed Development with Hydrants 

NOYES

EMAIL PICKUPFAX



Two Hydrant Test Results Summary

     System Services Division (SSD)

Business Unit:  65556810  Work Order # 4203904

Date of Test Request Date:

Property Location

Cross Street:

Hydrant # 1 - Flowing Hydrant

MWS ID 01861

Static Pressure 102 psi Time ON 3:12 PM

Flow Pressure (Pitot) 47 psi Time OFF 3:32 PM

Hydrant Outlet Coefficient 0.9

Hydrant Outlet Diameter 2.5 inches

This corresponds to a flowrate of 1,151 gpm Using the Orifice Eqtn. (4.7.3 of NFPA 291)

Hydrant #2 - Monitoring Hydrant

MWS ID 00852

Static Pressure 102 psi Time ON 3:12 PM

Residual Pressure 95 psi Time OFF 3:32 PM

With a 20 psi residual pressure at Hydrant #2, the available flow in the main at Hydrant #2 is: SEE PAGE 3 gpm

Calculation of available fire flow at 20 psi as required by Table H.5.1 of the NFPA 1 Uniform 

Fire Code 2006 Edition (Using the pressure relational equation - 4.10.1.2 of NFPA 291)

MWS is providing these instantaneous readings for informational purposes only and cannot 

ensure that it represents actual hydrant flow conditions over any period of time.

6/22/22

1258 D 1ST AVE S

HART ST

6/8/2022
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20 psi

2100 GPM

MODEL RESULTS

Note: The graph represents the model-predicted available capacity of the 6” 

diameter water main in Hart St and does not represent the estimated 

available fire flow through a fire hydrant. Additionally, this analysis neglects 

any pressure losses associated with backflow devices, valves, customer 

meters, small diameter connections such as service lines, etc. 



wt. 12	 •	5/8" Sheetrock Firecode Core gypsum	 UL Des U301	 A-68

6"

		  panels or Sheetrock water-resistant Firecode  
		  Core gypsum panels or Fiberock panels
	 –	2 x 4 wood studs 16" o.c.
	 –	joints finished
	 •	optional veneer plaster

wt. 13	 •	5/8" Sheetrock Firecode C Core gypsum 	 UL Des U334	 A-69
		  panels
	 –	2 x 4 wood studs 16" o.c.
	 –	2" Thermafiber SAFB
	 –	RC-1 channel or equivalent one side
	 –	joints finished

 1 Hour Fire-Rated Construction	 Chase Walls 

	 •	5/8" Sheetrock Firecode C Core 	 UL Des U340	 A-70 
		  gypsum panels	
	 –	�2 x 4 staggered wood stud 24" o.c. on 2 x 6  

common plate
	 –	joints finished
	 •	optional veneer plaster

	 •	5/8" Sheetrock Firecode Core gypsum panels 	 UL Des U341	 A-71
	 –	2x4 woods studs 24” OC on separate plate,  
		  no minimum spacing between rows
	 –	joints finished
	 –	3 1/2” glass fiber insulation 

2 Hour Fire-Rated Construction	 Rated Construction	

	 •	5/8" Sheetrock Firecode Core gypsum 	 UL Des U342	 A-72 
		  panels or Fiberock panels, outside
	 •	5/8" Sheetrock Firecode Core gypsum  
		  panels or Fiberock panels  
	 –	2 x 4 wood studs 24" o.c.
 

	 •	Alternate based on 1/2" Sheetrock  	 GA-WP-3810	 A-73
		  Firecode C Core gypsum panels, both outside,  
		  both walls double layer and inside single layer

 

	 •	Alternate based on 1/2" Sheetrock  	 GA-WP-3812	 A-74
		  Firecode C Core gypsum panels, outside both  
		  walls double layers only

	20	 USG Fire-Resistant Assemblies	

Partitions

Wood Framed

A

2 Hour Fire-Rated Construction	 Loadbearing		  Acoustical Performance	 Reference

Construction Detail	 Description 	 Test Number	 STC	 Test Number	 Index

52	 USG-810218 
	� Based on same assembly with RC-1 

channel and without mineral wool batt

58	 USG-810219
	 Based on same assembly with RC-1  
	 channel and 2" mineral wool batt

 
 
 
 
 
 
 
 
 
 

 

57	 RAL-TL-73-224
	 3-1/2" glass fiber 

57	 TL-73-224
	 3-1/2" glass fiber 

63⁄8"

121⁄4"

121⁄4"

121⁄4"

61⁄2"

83⁄8" min

Firewall between units
UL: U342
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	METROPOLITANGOVERNMENT OF NASHVILLE AND DAVIDSON COUNTY DEPARTMENT OF CODES AND BUILDING SAFETY: 
	Name of Project: 1258 1st Ave S
	Address of Project: 1258 1st Ave S
	Map and Parcel Number: 105043B90000CO
	Registered Eplan User Name: bm-brian musser
	Contact Address: 725 Melpark Drive #162
	Contact City State ZIP: Nashville, TN 37204
	Contact Phone Number: 7745719256
	Contact Email Address: musser1873@hotmail.com
	ArchitectEngineer Name: Darryl Oakley
	AE Phone Number: n/a
	Contractor Name: Brian Musser
	Contractor Phone Number: 7745719256
	Contract Value or Construction Cost if known: $1,000,000
	Scope of Work: Construct new, attached, 3 unit single family homes.
UDO #2021UD-001-021

Master Permit #2022033833
Child Permit #T2022033843 (1258A 1st Ave S)
Child Permit #T2022033847 (1258B 1st Ave S)
Child Permit #T2022033850 (1258C 1st Ave S)


